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Clearing, Grading and Temporary Erosion Control
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R=25"MIN

100" MIN, EXCEPT MAY BE
REDUCED TO 50' MIN FOR
SITES WITH LESS THAN ONE
ACRE OF EXPOSED SOIL.
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PLACED WITH TOP AT

SUBGRADE IF POSSIBLE. PROVIDE FULL WIDTH OF

INGRESS/EGRESS AREA.

STABILIZED CONSTRUCTION ENTRANCE
NTS

NOTES:

1.
2.

STONE SIZE- USE 4" STONE OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.

LENGTH - AS REQUIRED BUT NOT LESS THAN 50" (EXCEPT ON SINGLE RESIDENCE LOT WHERE A 30' MINIMUM LENGTH
WOULD APPLY).

THICKNESS - NOT LESS THAN 12"
WIDTH - 20" MINIMUM BUT NOT LESS THAN THE FULL WIDTH AT POINTS WHERE INGRESS OR EGRESS OCCURS.

"FILTER FABRIC SHALL BE WOVEN STABILIZATION FABRIC WITH A MINIMUM PERMITTIVITY OF 0.9(SEC-1). PLACE FILTER
FABRIC OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE. FILTER FABRIC IS NOT REQUIRED FOR A SINGLE FAMILY
RESIDENCE LOT"

MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING
OF SEDIMENT ONTO PUBLIC RIGHT-OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS
CONDITIONS DEMAND AND REPAIR AND/OR CLEAN OUT OF ANY MEASURES USED TO TRAP SEDIMENT. ALL SEDIMENT
SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHT-OF-WAY MUST BE REMOVED IMMEDIATELY.

WHEEL WASHING - WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC
RIGHT-OF-WAY. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH STONE AND WHICH
DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.

NATURAL RESOURCES/STORMWATER ENGINEERING MANAGER

STANDARD DETAILS

STABILIZED CONSTRUCTION
APPROVED BY: GARY M. SCHIMEK ENTRANCE
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NOTES:
1. ALL TEMPORARY SWALES SHALL HAVE UNINTERRUPTED POSITIVE GRADE TO AN OUTLET.
2. DIVERTED RUNOFF FROM A DISTURBED AREA SHALL BE CONVEYED TO A SEDIMENT TRAPPING DEVICE.

3. DIVERTED RUNOFF FROM AN UNDISTURBED AREA SHALL OUTLET DIRECTLY INTO AN UNDISTURBED STABILIZED AREA AT
NON-EROSIVE VELOCITIES.

4. ALL TREES, BRUSH, STUMPS, OBSTRUCTIONS, AND OTHER OBJECTIONABLE MATERIAL SHALL BE REMOVED AND
DISPOSED OF SO AS NOT TO INTERFERE WITH THE PROPER FUNCTIONING OF THE SWALE.

5. THE SWALE SHALL BE EXCAVATED OR SHAPED TO LINE, GRADE AND CROSS SECTION AS REQUIRED TO MEET THE
CRITERIA SPECIFIED HEREIN AND BE FREE OF BANK PROJECTIONS OR OTHER IRREGULARITIES WHICH WILL IMPEDE
NORMAL FLOW.

6. FILLS SHALL BE COMPACTED BY EARTH MOVING EQUIPMENT.

7. ALL EARTH REMOVED AND NOT NEEDED ON CONSTRUCTION SHALL BE PLACED SO THAT IT WILL NOT INTERFERE WITH
THE SWALE.

8. STABILIZATION SHALL BE AS PER THE CHART BELOW:

FLOW CHANNEL STABILIZATION

TYPE OF CHANNEL
TREATMENT GRADE A (5 AC OR LESS) B (5AC-10ACQC)
1 0.5% - 3.0% SEED AND STRAW MULCH SEED AND STRAW MULCH
2 3.1% - 5.0% SEED AND STRAW MULCH SEED USING JUTE OR EXCELSIOR
3 3.1% - 5.0% SEED USING JUTE OR LINED RIP-RAP 4"-8"
EXCELSIOR; SOD RECYCLED CONCRETE EQUIVALENT
4 3.1% - 5.0% LINED 4"-8" RIP-RAP ENGINEERED DESIGN

9. PERIODIC INSPECTION AND REQUIRED MAINTENANCE MUST BE PROVIDED AFTER EACH RAIN EVENT.

STANDARD DETAILS

APPROVED BY: GARY M. SCHIMEK TEMPORARY SWALE
NATURAL RESOURCES/STORMWATER ENGINEERING MANAGER
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Post shall have sufficient strength and durability
to support the fence through the life of the project.
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STEEL T-BAR POST

2x2 WOOD OR

ra.

AND SHALL BE

W0-F

HIGH DENSITY POLYETHYLENE OR
UV RESISTANT, ORANGE COLOR

POLYPROPYLENE MESH,

1'- 0" MIN.
(DEEPER FOR
UNSTABLE SOIL)
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TYPICAL SECTION
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5'-0" DRIPLINE DRIPLINE 5'-0"

STEEL T-BAR POST /

HIGH VISIBILITY FENCING MATERIAL
PER WSDOT STD. PLAN 1-10.10-01

6'-0" MAX.
4'-0" MIN.
‘ 1'-0" MIN. (DEEPER
FOR UNSTABLE SOIL)
SECTION
NTS

NOTES:

1. WIRE FENCE TO FENCE POST WITH SELF-LOCKING TIE-NYLON £ (MIN. GRADE), 50# MIN.
TENSILE STRENGTH, UV STABILIZED AT 16" O.C. ON EACH POST.

2. MAY USE CHAIN LINK FENCING.

3. ALL CONSTRUCTION ACTIVITIES, INCLUDING STAGING AND TRAFFIC AREAS, SHALL BE
PROHIBITED WITHIN FENCED AREA.

4. SEE REDMOND ZONING CODE 21.72.070 FOR TREE PROTECTION MEASURES.

ﬂ , 4) ﬁqﬁa/ STANDARD DETAILS
A0 :

i Q TREE PROTECTION
APPROVED BY: LISA W. RIGG FENCE DETAIL
DEVELOPMENT ENGINEERING MANAGER
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